
 
 
 
 
 
 
 
 
Segment 4 Concept Options Comparison 

Option 
A - Triple lefts 

and 3 WB 
through lanes 

B – Raised 
median and 3 
WB through 

C -  
No raised median 
and 2 WB through 

D -  
Raised median 

and 2 WB through

E -  
Flyover 
ramp 

Year 2035 Traffic Operations (PM)      
Kiwanis Avenue intersection (1)      

Level of Service (LOS) D E E E D 
Avg. Delay (seconds) 52 60 77 77 43 

Roadway Safety Poor Poor Poor Good Good 
Right-of-Way Impacts Major Moderate Minimal Minimal Moderate
Construction Cost Moderate Moderate Moderate Moderate High 
Ease of Construction Moderate Moderate Simple Simple Complex
Traffic Impacts during Construction Moderate Moderate Minimal Minimal Major 
Business/landowner Acceptance Poor Poor Good Poor Poor 
Expected Driver Acceptance Poor Good Good Good Unknown
Meets design guidelines Yes Yes No Yes Yes 
 

Benefits/drawbacks of options as well as basis of Consultant Recommended Option are listed on the project website: 
http://www.sddot.com/pe/projdev/planning_ss_I29Exit77.asp 

 

Consultant 
recommended option 














